
Whitestown Parkway Booster Bump Station

 Date 

 

WaterTre

Total Free pH Total Free pH Total Free Temp C pH

 1 350 1 8 1.48 7.7 2.44 7.6 1.39 22.6 7.67

 2 340 0 0 1.56 7.7 3.86 7.7 1.28 22.4 7.63

 3 360 0 1 1.46 7.7 2.43 7.8

 4 390 0 0 1.54 7.7 2.54 7.8

 5 430 0 0 1.6 7.8 2.52 7.8

 6 217 0 2 1.64 7.7 2.72 7.8 0.42 23.5 7.61

 7 520 1 8 1.66 7.8 2.65 7.7 1.04 25.5 7.59

 8 350 0 4 1.54 7.8 2.61 7.8 1.05 24 7.64

 9 590 0 0 1.66 7.9 2.52 7.9 1.56 24.3 7.62

 10 690 0 0 1.62 7.9 1.72 7.9

 11 450 0 0 1.64 7.9 1.79 7.8

 12 770 0 0 1.76 7.9 1.87 7.8 1.08 21.3 7.66

 13 860 0 0 1.54 7.9 1.63 7.8 0.91 22.1 7.57

 14 370 0 0 1.56 7.9 1.63 7.8 1.19 24.3 7.5

 15 40 0 0 1.62 8.5 1.73 8.5 1.1 21.4 7.63

 16 0 0 0 1.76 22.3 7.64

 17 0 0 0

 18 360 0 0 1.6 7.9 1.74 7.8

 19 800 0 0 1.72 7.9 1.82 7.8 1.54 20.8 7.67

20 0 0 0 0.86 22.6 7.51

21 850 0 0 1.52 7.4 1.61 7.4 1.09 21.7 7.63

 22 650 0 0 1.54 7.4 1.6 7.4 1.05 22.4 7.61  TotalGallons 

 23 590 0 0 1.84 7.5 1.96 7.5 1.03 23.1 7.59  Max.Day 

 24 0 0 0  Min.Day 

 25 420 0 0 1.56 7.3 1.64 7.4  Avg.Daily 

 26 860 0 0 1.62 7.4 1.74 7.4 1.44 21.6 7.46  

 27 0 0 0 0.78 22.6 7.42  

 28 1410 0 0 1.62 7.5 1.73 7.6 1.1 22.2 7.6

 29 540 0 0 1.54 7.4 1.62 7.5 1.22 23 7.47

 30 0 0 0 1.1 23.1 7.39
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